
INVERTER 
HEAT PUMP CHILLER
Low Ambient Performance (-38°C / -36°F)

Compact Size:
Modular Design High Efficiency Heat Exchanger

Low Noise
Level

Inverter Scroll 
Compressor

Adjustable
Airflow Direction

High and Low 
Dual Speed Motor

30 TONS



kW 103
Heating capacity

Btu/h 351436
kW 33.0 Power consumption

/COP 3.12

Heating
Dry / Wet Bulb: 44.6/42.8°F (7.0/6.0°C)  
Leaving Temperature: 113.0°F (45.0°C)

kW 88
Btu/h 300256

kW 29.7 
/ 2.96

Heating

kW 65
Btu/h 221780

kW 29.1 
/ 2.23

Heating
 

kW 65
Btu/h 221780

kW 26.9 
/ 2.42

Heating
 

kW 54
Btu/h 184248

kW

Heating

25.7 
/ 2.10 

kW 65
Cooling Capacity

Btu/h 221780

    Specifications Heat Pump Chiller for Cold Climate
30 Ton

Cooling
Ambient: 95.0 ℉(35℃)

kW 21.5 

EER
W/W 3.02

Btuh/W 10.3 
/Power Supply 575V/3N～/60Hz 

ETL, AHRI
/Heating

Operating Water Temperature /Cooling
/Heating

Operating Ambient Temperature /Cooling
/Refrigerant R410A / 8.5kg × 2 Circuits

Note :
1. Please refer to the actual product and nameplate for specific parameters. 
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Model Outdoor Unit
Heating

Cooling

Dry / Wet Bulb: 47.0/43.0°F (8.3/6.1°C)
Leaving Temperature: 120.0°F (48.9°C)

Dry / Wet Bulb: 17.0/15.0°F (-8.3/-9.4°C)
Leaving Temperature: 120.0°F (48.9°C)

Dry / Wet Bulb: 10.4/7.7°F (-12.0/-13.5°C)
Leaving Temperature: 105.8°F (41°C)

Dry Bulb: -4°F (-20.0°C)
Leaving Temperature: 105.8°F (41°C)

Entering Temperature : 54.0 ℉(12.2℃)
Leaving Temperature: 44.0 ℉(6.6℃)

COP

SATW30T

86°F~ 140°F ( 30°C ~ 60°C )
41°F~ 68°F ( 5°C ~ 20°C )

-36.4°F~ 86°F ( -38°C ~ 30°C )
50°F~ 131°F ( 10°C ~ 55°C )

Certification

Heating capacity

Power consumption

COP

Heating capacity

Power consumption

COP

Heating capacity

Power consumption

COP

Heating capacity

Power consumption

Power consumption


